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 Tape and joint faster, without compromising on quality
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 How to diagnose your substrate
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 professional services to help you on your jobsites!
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                    WOOD SURFACES
                
 
                    GLAZING PUTTY
                
 FLEXIBLE - WILL NOT CRACK ON INTERIOR & EXTERIOR WOOD:
For use on all types of wood, indoors and out. Will not crack or smear glazing and is acryli...
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                            Compatible with all paints & coatings
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                            Will not smear glazing
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                Characteristics
            


  FLEXIBLE - WILL NOT CRACK ON INTERIOR & EXTERIOR WOOD:
For use on all types of wood, indoors and out. Will not crack or smear glazing and is acrylic paint compatible. Supplied in a resealable tin for multiple uses. For use on all types of wood, including common exotic species, chipboard and plywood. 
Colour: white
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                        Code
                    
 TTMABLA01GB

 
                        Surface condition
                    
 Interior / Exterior



                        Task
                    
 Glazing 



                        Application method
                    
 Manual



                        Time between coats
                    
 /


                        Surfaces
                    
 Painted or primed wood substrates (shutters, gates, doors, baseboards, beams…)


                        Overcoat with
                    
 Can be overcoated with paint, varnish or preservative coat once a skin has formed


                        Maximum recommended application thickness
                    
 Up to 5 mm.



                        Mixing rate
                    
 Ready to Use.



                        Ready to paint time
                    
 6 to 8 days


 
        Working time
    
 No limit



        Application tools
    
 Putty knife.



        Recommended temperature and humidity for application
    
 Do not apply at a temperature below 5°C or above 35°C nor at a relative humidity over 80%.



        Adhesion
    
 /


        Coverage g/m² (at 1mm thickness)
    
 /


        IAQ (Indoor Air Quality) classification
    
 A+



        Colour when dry
    
 White



        Guarantee
    
 Product guaranteed for 12 months from purchase, in original package and stored away from sunlight and frost.



        Clean tools with
    
 White spirit


 
                        Pack sizes
                    
 	
                                    Tin
                                    1 KG
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                Surfaces
            


  Painted or primed wood substrates (shutters, gates, doors, baseboards, beams…)


 

                Directions for use
            


  
            Do not apply to soggy wood.
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 Apply manually on any type of primed wood using a blade
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 Can be painted once a skin has formed 6-8 days after application
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 Can be overcoated with any type of paint, varnish or stain
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        About Toupret
      TOUPRET, manufacturer of fillers that do the job better and faster, for painters and decorators, drywallers, builders and all trades people, as well as discerning DIYers 
 
                Find out more
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        JOINT, SKIM & FILL: QUICK DRY
    
        JOINT & SKIM: READY TO USE
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        ROCK SOLID REPAIR FILLER
    



	 
        Distributer zone
      
 
                Find out more
            




 	
            Cookie preferences
        
	
    Legal notice

	
    Contact us

	
    Sitemap

	
    FAQs

	
    Careers

	
    Privacy notice

	
    Press area



 Follow us
 	Facebook 
	Youtube 
	Instagram 
	Linkedin 
	Twitter 




 
  
  